
VIN Position Digit Designation Feature Status

1, 2, 3 SAE Issued WMI Code

1 C 9 All Models 2002 onwards Inactive

4 Model

B Low Floor Bus Inactive

S Streetcar Inactive

5 Axle Type

2 Meritor FG 943 and RS19145 Axles Inactive

6 Meritor MFS12 and RS21145 Axles Inactive

6 Body Type

A Unassigned

B LFB-29     (29 foot, Low Floor Bus) Inactive

C CNG-28     (28 foot, CNG Low Floor Bus) Inactive

D LFB-34     (34 foot, Low Floor Bus) Inactive

E Unassigned

F Unassigned

G Unassigned

H AH-28     (28 foot, Trolley Bus) Inactive

I,O,Q,X,Z Alpha characters not used

J Unassigned

K Unassigned

L LPG-28     (28 foot, LNG Low Floor Bus) Inactive

M LFB-32     (32 foot, Low Floor Bus) Inactive

N Unassigned

P Unassigned

R Unassigned

S Unassigned

T Unassigned

U Unassigned

V Unassigned

W Unassigned

Y Unassigned

7 Engine Type

A Unassigned

B Unassigned

C Unassigned

D Unassigned

E Unassigned

F Unassigned

G Unassigned

H Unassigned

I,O,Q Alpha characters not used

J Unassigned

K Unassigned

L Unassigned

M Unassigned

N Unassigned

P Unassigned

R Cummins B5.9 02-200 hp Diesel Inactive

S Cummins B5.9 02-245 hp Diesel Inactive

T Cummins B5.9 02-275 hp Diesel Inactive

U Cummins BG-230 hp CNG Inactive

V Cummins BG-195 hp LNG Inactive

W Cummins B5.9 02-260 hp Hybrid Inactive

X Unassigned

Y Unassigned

Z Unassigned

8 Brake Type

0 Meritor Air Disk Brakes Inactive

1 Meritor Air S-Cam Drum Brakes Inactive

9 0 -9 or X Check Digit (auto generated)

10 Model Year

B-H,J-N,P,R-T,V-Y 1981 thru 2000 Inactive

A,I,O,Q,U,Z Alpha characters not used Inactive

Numeric 1 thru 9 2001 thru 2009 Inactive

11 Final Assembly Location

W Wichita, KS Inactive

12, 13, 14 SAE Issued WMI Code

5 3 5 All Current Models Inactive

15, 16, 17 Numeric Build Sequence Number
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